Congratulations on your purchase of the Bad Bob Booster!!!

Here are a few things you should know about your new addition to your rig:

The Bad Bob is a dual JFET Class A amplifier capable of boosting your guitars signal between +25 to +30 dB. There are no tone controls or gain adjustments because I feel these compromise the purity of the pedals natural tone. The only external control is the LEVEL. This functions only as a control on the amplitude or volume of the output signal. Think of this as the volume knob on your stereo. When you turn the LEVEL up or down you will hear the same amount of grit, just louder or quieter. Even at its lowest settings the pedal will still produce a tone with some break up. I recommend running the LEVEL at 12 o'clock as a start, but watch out....this puppy gets loud! This is where the pedal shines. The stronger "boosted" signal will drive the front end of an amp to produce a thick, rich, full tone. Many players who have used overdrives with the gain set low and the level set high are switching to a Bad Bob after hearing and "feeling" the difference it makes. A blues players dream, a country players option to overdrives, and a rock players tool to drive an already crunchy tone into smooth saturation. All of these describe the Bad Bob! Enjoy your pedal and thanks for using the Bad Bob!!!

Thanks!

Robbie Wallace

Reminders:

     ONLY use a Boss PSA-120, Ibanez AC109 or similar negative center pin 9VDC regulated                adaptor. Any others may produce noise or even damage the Bad Bob.

      The battery is accessed by removing the four screws on the back plate. Take care not to damage the leads by excessive pulling. 

